1331 Wyngare Drive Deland, FL. 32724
Phone (386) 943 9241 / Cell (386) 4310169 / Fax (386) 943 9212

ComrLeTE EMissiONS TESTING SERVICES » PERMITTING ASSISTANCE o CEMS CERTIFICATION + AMBIENT AR MONITORING

Octaber 18, 2008

Mr. Kernal Burkay

QD Scignces, lnc.
2567 Tree Ridge Lane
Qulando, FL. 32817

Reference: Emisslons Test Report for the Ultra Clean Smoke Chimney Technology air pofiution control system
Dear Mr. Burkay,

Enclosed are two (2) copies of the above referenced report containing the field data and computer generated
results for the testing activities completed on October 9 & 12, 2006.

Coastal Air Consulting, Inc. appreciates being given the opportunity to ba of service ta QD Sciences inc. If you
have any questions regarding this reporl or have additional testing needs please call me at (386) 451-0169.

Sincerely,
Yelnn € (et

Stephen C. Webb
President
Coastal Air Consulting, Inc.




Emissions Summary Run 1 10-09-06

PARAMETERS STACKINLET | STACKOUTLET EFFICIENCY
%
SO2 PPM 2114 0.5 99.8
CO2 % 51 19 62.8
NOX PPM 76.8 329 572
COPPM 628.3 162.9 74.1
PARTICULATE Ib/hr 1.65 0.02 98.8
SO3 Ib/hr 0.107 0.004 96.3
Emissions Summary Run 2 10-09-06
PARAMETERS STACKINLET | STACKOUTLET EFFICIENCY
%
SO2 PPM 183.0 0.8 99.6
CO2 % 4.0 1.5 62.5
NOX PPM 71.1 29.5 58.5
CO PPM 311.3 184.6 40.7
Emissions Summary Run 1 10-12-08
PARAMETERS STACKINLET | STACK OUTLET EFFICIENCY
%
SO2 PPM 393.8 0.9 99.8
CO2 % 6.3 2.3 63.5
NOX PPM 109.6 374 65.9
CO PPM 428.8 100.7 76.5
Emissions Summary Run 2 10-12-06
PARAMETERS STACKINLET | STACKOUTLET EFFICIENCY
%
SO2 PPM 400.1 16 996
CO2 % 56 20 64.3
NOX PPM 105.1 358 65.9
COPPM 4646 137.7 70.4




1531 Wyngate Drive Deland, FL 32724
Phone (386) 943 9241 [/ Cell (386) 451-0169 / Fax (386) 943 9212

COMPLETE EMISSIONS TESTING SERVICES @ PERMITTING ASSISTANCE « CEMS CERTIFICATION ¢ AMBIENT AR MONITORING

September 18, 2006

Mr. Kemal Burkay
2567 Tree Ridge Lane
Orlando, FL 32817

Dear Mr, Butkay,

Please find enclosed the final results and a brief summary of the testing activities
completed on October 9&12, 2006 on the Ultra Clean Smoke Chimney Technology air
pollution control system.

Coastal Air Consulting, Inc. was contracted by QD Sciences, Inc. to determine the
efficiency of the Ultra Clean Smoke Chimney Technology air pollution control system
located in Orlando Florida. The testing program was conducted on October 9&12, 2006.
A Coal boiler was used to create smoke for the testing process. The coal was first ignited
and allowed to stabilize, then placed in the Ultra Clean Smoke Chimney Technology
process. Two sample locations were used during testing. The inlet location was
approximately two feet down stream from the coal firing process before the smoke passes
through the Ultra Clean Smoke Chimney Technology system. The outlet location was
down stream from the Ultra Clean Smoke Chimney Technology system on a vertical
section of the stack. Two SO2, NOx, CO & CO2 test runs were performed on the inlet
prior to the Ultra Clean Smoke Chimney Technology system and two SO2, NOx, CO &
CO2 test runs were run on the stack outlet section of the stack after the smoke had passed
through the ultra Clean Smoke Technology system. These tests were run simultaneously
with two separate sample trains one on the inlet and one on the outlet. One Particulate
and sulfur trioxide test run was run simultaneous at the inlet and outlet.







